Vi Carlson

PROVESSIOMAL SERVICES EMVIROMMENTAL  EMGINEERING - AMD SURVEYING

April 24, 2010

Mr. Terry Groshong

Ciry Archirecr - Ciy of Dulurh
1532 West Michizan Steet
Dululy, MN 53806

RE: Visual Environmental Assessiaeint
Qpera Temple Block
201-213 East Superior Street
Duluth, Minnesota

Dear Mr. Groshone,

Carlson Professional Services, Inc. {Carlson) conducted a visual environmental assessment at the above referenced site
on April 23 and 24, 2010. The visual assessment was conducred by Mr. jou Dacken and Ms. Tracy facobs, both
industrial hygicnists wirh Carlson, o identily any cbvious environmental issues on the property including lead based
paint, asbestos and mold. Mr. John Miller with LIOHN Consulting was also on site to pertorm an XRE analysis of
selected surface paint samples for the presence ot tead. A sumumary of observations made during the visual assessment

follows below.

Asbestos

Deteriorated pipe insulation was observed in several locations within the subject propetty. Approximately 950 lineal
feet of pipe insulation was observed chat should be abared. The estimatcd cost e abate the visible pipe insulation,
including abatement oversight, 1 writien final report and air sample analysis is approximarely $22,900.00. Please nore
that 1o destruceive sampling was conducted and all aveas were not accessible during the visual assessment; samples
were not collecred.  Additional asbestos conraining materials way be encounteredd during renovations that are not

ncluded i rhis estimare. Carlson recommends an inspection for asbestos containing materials be conducted priov to

any renovarion activities.

Lead

Lead based paint was detected throughout the property; however, the presence of fead based painr doesn't
constirtite an environmental concern if the paint is in good condition. Most of the paint observed was in good
condition and would not require additional attention ar the present rime. Al lead based paint should be treated
using state of the art work practices dluring renovation activities. [tis impossible ac this poing in time o estimate the

cost of lead based paint abarement if any should be necessary.

Mold

Some discoloration consistent with mold was abserved in the basement during this inspection. No discoloration
consistent with told was observed in aveas normally occupied by tenants., Mald air sampling ts usually conducred
i response to occupant complaints or the presence of discoloration and staining in occupied areas. Baseline aiv
sampling can be performed ro derermine the type and concentration of meld. A cost e perform a baseline

assessmen of the buildings would be approximately $2,700.00.
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Carlson feels the overall environmental condlition of the property is good. Additional sampling and resting will be

necessary before renovation activities can begin.

Carlson sincerely appreciares the opportunity to submir this summary report It you have any questicns or

comments, please teel tree to call Mr. Jon Dacken or myselfar (2 i8) 625-7004.

Sincerely,

Carlson Professional Sesvices, Inc.

Tracy Jacobs, CHMM
Induserial Hygienist



